
 
Historic Saloon Stock Cars  

2008 Rules and Specifications 
 
 
CODE OF CONDUCT 
 
Racing in clockwise direction. The circuit clearly marked around the infield and you are 
not permitted to let your wheels pass over the demarcation line. 
The rules of racing in this formula with regards to driving and sportsmanship is that you 
will be allowed to push the car in front of you wide, and spin to the infield only, to gain a 
place. There is to be no forceful fencing. i.e.; following in / turning the car towards the 
fence/attacking from the in field. This will carry a ban from the formula for life if proved 
and this also applies to cheating after your first warning within the rules set out by 
Spedeworth. Any person wishing to replicate a car should notify us so no duplicated cars 
will appear, and must have the permission from the original driver, or his/her family. If it 
does not state in the rules you can do it, take it you cant unless permission is given in 
writing. And no misinterpretation of the rules. Please note, in the formula that you 
compete in, the only star is the car, so if you want to be a world champion this is not the 
formula for you. These rules are subject to change at any time and will be reviewed at 
the end of every season.  
 
 
TYPE OF CAR 
 
Any pre-1970 production saloon. Car bodies including doors must be made of steel as 
manufactured. The body must not be cut, lowered or shortened with the exception of the boot 
floor, which may be removed. No Jag, Rover, Escorts.mk1 Capri mk1. No sports cars or coupes. 
No v8 or v6 type engines. All other parts appertaining to the car must remain standard items 
unless mentioned in the following specifications or by arrangement with Spedeworth with written 
permission. 
The only exceptions to the rules at present are 
 

· Ford Consul Capri classic 315. 
· Sunbeam Rapier/Alpine fastback  

 
 
STEEL WORK   
                                                                                                                               

a) Only two chassis legs permitted 50mm x 50mm (2"x2") box minimum 3mm thick and these 
are not classed as straight through’s. All cars that have been built and raced before 



 2

September 2007 with 40mmx40mm chassis legs will be permitted to race but all new cars 
must have the 50mmx50mm x 3mm minimum chassis legs. All other ironwork can be of 
any dimension but a minimum 3mm thick. 

b) Only two top door through irons permitted front bumper to rear and must not be doubled up 
or have any other metal inserted in them. They must finish with in the boot and must not go 
through the rear panel but may support the rear bumper. 

c) Front bumper must not be higher than bonnet or wider than the overall width of the car with 
the exception of a rad and rope protector, Cars must have front bumpers no smaller then 
350mm from top to bottom this should even the contact between cars. There must be 2 
horizontal bars, and vertical uprights of 2"x2" box section, gussets or bumper end plates 
are permitted. 

d) The rear bumper must be a single type bumper 50mmx50mm minimum 3mm and no 
double rear bumpers. The rear bumper must not be higher than 24" from the ground and 
no wider than the overall width of the car. 

 
 
ROLL BAR 
 
A full roll cage consisting of 4 pillars must be securely welded to the floor /chassis. All joints must 
be welded. Two horizontal bars must be fitted between the driver and the door on the drivers side. 
These should be at knee height and two bars at the back of the seat one at shoulder height and 
one lower these should connect the top through irons and lower door bars and if possible welded 
to the rollcage. The metal in construction must be a minimum diameter of 38mm (1 1/2") or a 
maximum of 63mm (2 1/2") box iron or tube. This must be a minimum of 3mm thick. A door plate 
must be welded on the outside of the horizontal door bars must be fitted and a minimum of 3mm 
thick. A plate must be fitted over the driver’s head and a centre connecting bar must be fitted. 
Special attention will be pay to the rollcage and if not suitable you will not be allowed to race this is 
for your safety only. 

 
 
ENGINE 
 
The engine must be of the type originally produced with the car and must be of 2700cc or less and 
be over head valve type. Over boring to a maximum of 0.060 thou. is permitted. Engines must 
remain standard as manufactured. Competition Cam Shafts are not permitted. No 
turbo/superchagers twin sidedraught carbs/or injecton system. Engine stripping will be carried out 
only when the promoter or drivers rep/s believes that someone is not within the rules and at no 
cost to them. Any driver will be permitted to have another drivers engine etc stripped as long as he 
is willing to put up the money and pay £125 for a 4 cylinder and £200 for a 6 cylinder and give 1 
race notice to the officials at a race meeting and if the engine is found to be legal he will forfeit his 
money. If the engine is found to be illegal he will get his money back, the parts will be confiscated 
by the promoter and driver banned after his first warning for life from the formula. If there is a 
dispute over the part/s then they will be taken, checked out and the driver will be notified of the 
result as will the driver who made the complaint. 
You may rebuild the engine to road going standard only with no race parts and be within the spirit 
of the rules. Balancing is permitted. Pistons and rods must remain of the standard type to the 
engine being used with all it’s markings but you may balance as long as one rod and piston is in 
standard format and not altered in any way. 
The cylinder head may be skimmed but valves must remain to the standard size to the engine and 
no competition type permitted. The rocker gear must remain standard to the engine being used. 
The block face may be face cleaned only and pistons must not protrude above the block face 
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Engine swaps may be permitted within the following guideline; 
 

· Engine must be the same cc or very close to it. 
· The engine should be age related, and manufacture related. 
· Engine swaps will only be allowed if the driver has exhausted all possible avenues in 

finding the right engine, and should have written agreement with Spedeworth before doing 
any transplant 

 
 

1) Ford 1600 crossflow may be used in all fords. The BMC will be allowed in any other car 
within the rules  

2) 2000/2500 triumph in the 6 cylinder cars but must be used with in the spirit of the rules.  
3) No OHC or cam in head engines. Only OHV types permitted and only 2 valves per cylinder, 

no v6,or v8s 
4) Any British Leyland vehicle if permitted with a 1800 B series engine.  
5) 1 litre catch tank must be fitted in the engine compartment. 
6) Flywheel and clutch must be standard parts but you may dowel peg the flywheel, Ring 

Gear and starters may be changed or modified to allow interchange of engines. You may 
modify the flywheels but they must not be lightened and be within the spirit of the rules. A 
weight limit on flywheels will be used as interchanging occurs on cars. No alloy flywheels. 

7) Flywheel weights are set at a minimum and are being looked into so when weights are set 
you will be notified till then they must remain standard 

i) Triumph 2000/2500 =20lbs 
ii) Ford 1600 x flow  =16lbs10oz 

8) Sumps and oil pickups may be modified. 
9) Carb/s must be standard to the make and model ie Ford/Ford, BL/BL etc but no sidedraft 

type carbs. Injection systems must be changed for carb/s.Twin su carbs will be permitted 
on the Hillman hunter in place of the sidedraft carbs. 

10)  Electronic ignition distributors not permitted unless fitted as standard. 
11)  Engine mounts may be modified and strengthened but the engine must remain in its 

original position 
12)  Engine bed x member may be modified or home made for the use of steering box to 

steering rack conversion only but all the suspension and chassis   mount pick up points 
and engine position must be in the original place with the exception of the passengers side 
where you can drill a hole further out to achieve negative camber and in doing so must use 
a standard bottom arm. 

         
                                                                                                              
EXHAUSTS 
 
Exhaust manifolds must remain original but you can modified the down pipe so the exhaust goes 
through the car, The exhaust box free but must be road going type, it will be at the scrutineer’s, 
discretion. If the exhaust passes through the car it must be covered with metal and be secure. 
 
 
TRANSMISSION/DIFFS 
 
No 4 wheels drives allowed. All diffs must be Locked only and be within the manufactures range. 
Limited slip diffs are banned. Gearboxes may be changed within the manufactures range. No 
Competition type. No gears must be removed from the gearbox and must remain standard. 
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WHEEL RIMS 
 
Wheel max 6J steel /alloy wheels. Any wheels may be used that fit securely. Wheel studs must 
protrude though the nuts but this will be down to the scrutineer’s discretion if they are not but look 
safe to race, as some long studs are not available. Any steel wheel must have a plate welded to 
the inside or outside of the wheel. A reinforced front hub may be used on the MG Magnet za-zb 
and the A60 type car only 
 
 
TYRES 
 

a) 7.3 Avon is NOT permitted. 
b) Radial and remould Treaded tyres only (no slick version). 
c) No competition tyres: ie Colway, Yokohams etc. 
d) Only Minimum 60 profile. 
e) Tyre gatters are permitted. 
f) No tyre softener must be used. a durometer will check the tyres and must not be less then 

60 duro"s at any time when checked so please check your tyres or have the scrutineer 
check them before you race or you will receive a ban. 

 
 
SUSPENSION 
 

a) Must be original and be within the spirit of the rules. No Bilsteins/Lotus competition parts 
etc.No adjustable parts with the following exceptions; 
i) The passenger side track control arm may be lengthened 
ii) The driver’s side track control arm may be modified but must not have positive 

camber. 
iii) Suspension pick up points may be strengthened but not re-positioned with the 

exception of welding or bolting a plate to the front cross member to achieve 
negative camber on the passenger side front only and not lengthening the bottom 
arm.No rose joints or Powerflex bushes only standard rubber type permitted. 

b) FRONT STRUTS must be standard oil type and be within the manufactures range and be 
age related with no uprating what so ever and must not be adjustable. You may add a 
piece of angle to the strut to help with strengthen the strut by welding only. The top mounts 
may be interchanged from all makes but must be road going saloon type cars only. no 
specials/ no rose joints etc.    

c) SHOCK ABSORBERS - Only oil filled shox permitted and age relate (no adjustable types). 
Cantilever type shox may be replaced with telescopic type and brackets made so they can 
be fitted but not adjustable 

d) COIL SPRINGS - free 
e) LEAF SPRINGS - These must remain original with the following exception. 
f) Extra leaves may be added or removed from either side of the vehicle. But must not be 

modified in any way 
g) No lowering blocks of any type 
h) No home made parts with the exception of the MG magnet front hub, which may be 

reinforced. and the front engine crossmember for the steering rack conversion also see 
engine rule 12. 
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BRAKES 
 
These must be effective on 4 wheels. Parking brakes optional. 
 
 
DOORS 
 
All doors must be welded closed with the exception: you may cut the top of the passenger front 
door to allow the top to fold down on a hinge but must be fixed closed securely when racing to 
form a complete door, this rule will be looked at for safety reasons on a regular basis and if a 
problem is found then doors will have to be welded up. You may not remove the B post from the 
car. 

 
 

GLASS 
 
No glass is allowed in the window apertures or screen. All other glass must be removed from both 
inside and outside of the car. A rear view mirror will be permitted. Headlamp apertures may be 
blanked off.  
 
 
SEAT 
 
Competition types are permitted. A standard seat may be used but the headrest must be fitted or 
have one fitted within the roll cage A bar at shoulder height must support the seat and the seat 
must be secured to it.  
 
 
FLOORS 
 
All floors must be complete as manufactured with the exception of the exhaust passing through the 
passenger side of the car, but must be covered. 
 
 
COOLING SYSTEM 
 
Radiators are free. Must be within the original position and be of any type. An extra radiator may 
be fitted within the engine compartment if required. ie Heater matrix, or header tank which helps 
keep engine cool. A Kenlow fan may be fitted. 
 
 
FUEL/FUEL TANK 
 

a) Only tanks with a maximum capacity of 18 litres are permitted. This must be fitted inside 
the boot or rear area. It must NOT be fitted below the chassis rails of the car. 

b) A firewall between the driver, fuel tank (including filler cap),  
c) An electric fuel pump may be used with regulator. 
d) Secondary fixing on the fuel feed line is required at the carburettor. 
e) A stop tap must be fitted 
f) The only fuel allowed is that from a roadside garage petrol pump and a chart is supplied 
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with the rules. 
 
 
SELF STARTERS 
 
These must be fitted and in good order at all times.24 volt starting system may be used. 
 
 
STEERING WHEEL 
 
This may be a quick release type. But the use of wooden style steering wheel is not permitted. 
 
 
NUMBERS/SIGN WRITING 
 
Must be displayed on both sides of the car and must be as large as possible. They must also be 
displayed on a fin plate measuring 380mm (15") long by 229mm (9") high minimum. All numbers 
must be 303mm (12") high x 38mm (1 1/2") thick. They must be of professional appearance and 
be able to be read from the other side of the track. 
The driver's name must appear plainly on both sides of the car bonnet. The only other writing to be 
the sponsor's name or mechanic's name's. Professional motif paintings, advertising, transfers and 
stickers must be approved by the promotion before being affixed to the car, and contacts and 
drivers license will be endorsed accordingly. Any sign writing on the roof must be on the drivers 
grading colour. No air brushing permitted as we want the cars to look like 1970"s stock cars. 
 
 
VEHICLE WEIGHT 
 
The minimum weight is 900kilos for a car with1596cc or lower and 1000kilos for a car over 1597cc 
without the driver. 
 
 
FIRE EXTINGUISHERS 
 
Must be at least 1kg (2lb) dry powder or gas type and fitted within easy reach of the driver. It 
should be maintained in good working order at all times. If a fire extinguisher is not fitted to the car 
there must be one in the transporter.  

 
 

 
BATTERIES & ELECTRICAL SYSTEM 
 

a) Battery(ies) must be securely fixed and covered with a rot proof material if they are not of 
the sealed type. 

b) No battery box only adequate clamps and suitable covering ie rubber etc. 
c) Contact between the safety harness and battery must not be possible. 
d) Battery/s must be a minimum of 152mm(6") from the fuel tank. 
e) The battery position is free and a maximum of 2 batteries are allowed. Oversized batteries 

being used as ballast are not permitted. 
f) A battery master switch must also be fitted in the area of the rear left hand side rear 

window and must be clearly marked "on/off" or have an electricity danger decal. 
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CLOTHING 
 

a) Drivers must wear overalls for the grand parade . 
b) For racing fire-retardant Proban overalls, or higher specification material must be worn. 
c) Drivers and mechanics must wear bright-coloured racing overalls, and these must be 

maintained in a clean and tidy condition when in view of the public. 
d) If wet weather race suits are worn you must still wear the fire proof overalls under them there 

are no exceptions to this. 
e) Fire retardant gloves and balaclavas are compulsory. 
f) Neck supports are recommended. 

 
 
HELMETS/EYE PROTECTION 
 
 Helmets must be a minimum specification of (as detailed by BORSE) 
 
(BSI) Great Britain  :BS6658-85 TYPE A 
                               :BS6685-85 TYPE A/FR 
(The Snell Foundation, USA: 
                                SA2000-SA2005 
                                SF1 Foundation 31.1 or 31.2 
The European 
E22 Standard         With serial Numbers Starting With 05 
                               Fibre glass or Fibre glass/Kevlar 
 
A visor to a minimum of 4110 standard 
 
 
ROOF COLOURS/OPTIONAL 
 
You may paint your roof any colour. There is a points type system to work out where a driver must 
start and this will be done on an average of points gained on places and at race meetings attended 
All drivers must race at 3 meetings in the historic stock cars before spedeweekend to qualify to 
race. Cars that are new and first time out will be permitted to race at spedeweekend providing the 
driver was not registered in the formula the year before and did not race. All drivers must book in 
to race not just turn up as you might be turned away. 
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TSC.22 SAFETY HARNESS 
 
Following recent research made by leading safety harness manufacturers, new 
information has been made available with regard to the best way to fit your safety 
harness, which will further ensure your safety. Please study the diagrams below to 
ensure your safety harness is fitted correctly.  
 
 
The lap belt/straps and crotch straps should not pass over the sides of the seat, but 
through it in order to wrap and hold the 
pelvic region over the greatest 
possible surface, the lap belt crossing 
it below the anterior-superior iliac 
spines (bony part of the hip). Under no 
circumstances should it be worn over 
the region of the abdomen. Lap  
belt/straps must terminate vertically 
downwards, and not forwards or 
rearwards of the hip joint. Lap straps 
should terminate symmetrically about 
the wearer on either side of the seat, 
about 20” (500mm) apart. The 
distance between the seating surface 
and the anchorage point should be 
kept to a minimum to prevent 
submarining. The location of the 
crotch strap mounting should be to the 
rear of the driver, and 10” (250mm) to 
12” (300mm) apart. Fig. 2 shows the 
location for the tail straps, which should be horizontal to 20o below horizontal, and as 
close to the shoulder as is practical for optimum restraint. 
Only safety belts comprising of separate shoulder, lap, and sub-straps will be permitted. 
The sub-strap must be used at all times, and all belts must connect to the quick release 
buckle. The abdominal strap fixing point must be on the chassis, roll cage, or floor (for 
vehicles with no chassis), either side of the driver. 
It is compulsory that a minimum of 3” wide safety b elts (2” sub-strap) are used. 
This will be mandatory from 2nd January 2006. A ful l five point buckle release 
harness (including NASCAR type) with sub-strap must  be fitted and bolted to the 
floor and/or the roll cage. Shoulder belts with a s ternum protection latch are 
highly recommended. 
 
The shoulder straps must be supported at shoulder height. NASCAR type buckles must 
be fitted with lever on the right side of the driver. It is advisable to fit a secondary means 
of detent to prevent overall sleeves accidentally unhooking buckles during racing. A 
small section of tube grip elasticated bandage, slid over the hooked buckle, serves the 
purpose. Special attention must be paid to the condition of seat belt fixings once fitted. 
Information is available, from your Promotion, on the correct procedure to follow when 
fitting seat belts. Remember — your life depends on them, and belts, once involved in a 
severe accident, should be discarded and replaced. Safety belts must not pass through 
the firewall — all connection points must be visible. 
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FUEL SPECIFICATION 
 
Permitted fuel specification from 1st January 2007 (this specification supersedes all 
previous specs). 
 
1. All cars must only use fuel from roadside pumps.  As defined below. 
Petrol (Motor Gasoline of the type on sale to the general public from roadside filling 
stations) 
BS 4040 (Leaded) Subject to a valid permit for use. 
LRG (Unleaded) 
BS EN 228 (Unleaded) 
BS7800 (Super Unleaded) 
 
2. Petrol is a product refined from crude oil that contains a large number of identifiable 
compounds that can typically be 250 in number. These compounds can be identified and 
compared to the available petrol from major oil companies and suppliers. 
 
3. Unless otherwise stated, or the distinction is made between leaded and unleaded 
petrol, major gasoline fuel shall meet the following; Acceptance levels for Octane 
numbers will be determined at 95% confidence level. Only additives to this motor 
gasoline fuel solely for the purpose of lead replacement are allowed. 
 
Lead Replacement Gasoline, LRG, also known as LRP. 
Only additives from Sodium, Phosphorous, Potassium, or Maganese according to 
manufacturers recommendations are allowed. Note; Maganese can enhance octane 
values in any petrol. Under no circumstances will values in excess of 0.005 grams/litre 
be permitted. 
 
4. Lead in excess of EU directive 98/70EC requirements is illegal. 
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DRIVERS REPS 
  
The driver’s reps for this formula can be contacted through Spedeworth they are: 
  
DAVID GABRIEL East Anglia car no 636 
PHIL CHAPMAN Southern    car no 137 
 
 
WEBSITE 
http://www.historicstockcars.co.uk/ 

 
  
    


